
The FLOODTITE Door Panel is an ideal door guard. It is a 
lightweight plastic panel which screws, by hand and without 
tools, onto a � xing frame which has been pre-� tted onto the 
property by a Floodtite-trained � tter. 

It is manufactured from high impact polystyrene using a vacuum 
forming technique, and the U shaped bottom, with its integral seal, is 
unique to our panels. This U shape uses the action of the � oodwater 
itself to strengthen the seal.

Door Panels are available in four widths, suitable for front and back 
doors and French doors up to 1.5m wide (sizes and prices overleaf ). 
The complete unit is delivered ready for � xing, together with full 
instructions and contact details to arrange a � tting appointment. In 
times of � ood alert the Panel can be � tted within minutes with no 
additional tools and our � tters will demonstrate this.
Full information at www.� oodtite.com  

If you live in an area that is at risk of � ooding, there are things you can do to 
reduce the damage that a � ood can do to your home. The illustration (source: 
Environment Agency) o� ers some simple practical ideas.

Floodtite Systems can provide a ‘one-stop’ service for some essential protection 
to your home in the event of a � ood. Once initially installed, all our products can 
be positioned or removed quickly and easily without any tools other than the 
integrated T-handle screws supplied. Our products are extremely durable, yet 
lightweight enough to be � tted in an emergency by anyone.

Why prepare your property for � ooding?
“The reality of having your home � ooded is di�  cult to understand unless you have been through 
the experience – you can face months away from home while it is restored. A � ood can also mean 
the prospect of throwing away the downstairs contents of your home and an immense amount of 
disruption to normal family life.

The emotional impact can be equally devastating. Coping with the unfamiliar tasks of sorting out 
the restoration of your home whilst living in temporary accommodation, plus worrying about the 
possible impact on house prices and the risk of future � ooding all add to the stress of the situation.

Having your home � ooded is an appalling experience, but the distress and disruption can be limited 
if you are prepared. Having a plan can help – knowing who is going to do what and where to turn for 
help can really calm the crisis.”

Source: National Flood Forum 

Back� ow through a downstairs toilet 
caused by an overloaded drainage 
/ sewer system in � ood can be 
prevented by the unique, patented 
FLOODTITE Toilet ‘Panseal’. 

This is an essential device which securely 
creates a seal around the toilet pan rim to 
prevent raw sewage � ooding your home. It 
is � tted in seconds and requires nothing more than a few squeezes 
from a simple air pump (eg a normal bicycle pump).

The FLOODTITE Airbrick Cover is available 
in two sizes to protect a single or double 
airbrick. Our Airbrick Covers consist of a 
plate of plastic with a foam seal to produce 
a watertight � t to the airbrick. They require 
either two or four � xings into the brickwork, 

depending on size. Thereafter  the Covers can be 
� tted with no additional tools in 60 seconds and our 
� tters will demonstrate this.

Shelving
Place irreplaceable items, such as family photos 
or treasured possessions, on high mounted 
shelves.

Drains and pipes
Fit non-return valves to all drains and water inlet pipes. 
Floodtite Systems can supply these (see Order Form 
overleaf ).

TV and hi-� 
Mount your TV or hi-�  and speakers on the wall.

Kitchen units and appliances
Fit stainless steel, plastic or solid wood kitchen units 
rather than chipboard. White goods such as fridges 
should be raised on plinths.

Flooring
Lay ceramic tiles or rugs on your ground � oor rather than 
carpets. Rugs can easily be removed and placed out of reach. 
Non-carpeted � oors can be easier to clean once the water 
has subsided and are cheaper to replace.

Electrical sockets
Raising electrical sockets, fuse boxes and associated wiring to at 
least 1.5 metres  above ground � oor level will limit the risk of them 
being damaged by water during a � ood. 
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Air brick covers
Air bricks are used for sub � oor 
ventilation, but during a � ood, they 
can let water into your property. The 
covers can be easily attached to the 
brickwork and will help to prevent 
water entering. 

Door guards
These can be placed across the bottom of your external doors to hold back water. 

The � xing frame is securely 
� tted to the door frame, leaving 
the brickwork or stone façade 
undamaged. Plastic covers hide 
the screw holes.

The � xing frame is manufactured 
using vacuum formed ABS, which 
allows it to be painted in the same 
colour as the door frame, thus 
making it almost invisible.  

FLOODTITE Door Panels are 
available in 30” and 33” widths.  
They are 24” in height and 
have been tested by the Loss 
Prevention Council to withstand 
� oodwater to a depth of 20”. 

Further information at www.� oodtite.comSpecialists in home � ood protection
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